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THE BEAVER UNRIVALLED IN EVERY WAY

PRINOTH’s drive to build innovative tracked machines that exceed customer demands for performance, 

reliability and safety has produced the BEAVER forestry mulcher. Designed for the harshest conditions, 

the PRINOTH BEAVER goes where other forestry mulchers fear to tread. Its superior traction can handle 

the most diffi cult terrain without getting stuck. By mulching trees and brush on site, it eliminates the 

steps of cutting and skidding out trees, saving you time and money. This is the ideal machine for land 

clearing and preparation, right-of-way maintenance, oil and gas exploration, invasive species and vege-

tation disease control, fuel breaks to contain wildfi res, and much more. The performance, reliability and 

safety of the PRINOTH BEAVER make it an essential tool for your business.

VERSATILITY

The PRINOTH BEAVER’s long-reach loader arms 

are quick-attach ready, allowing you to make 

use of a number of implements and ensuring 

it can respond to every situation effi ciently.

POWERFUL, COMPACT, RELIABLE

At just over 4 meters long and 1.8 meters 

wide, the PRINOTH BEAVER puts all of its 

106 kW (142 HP) of power where you need it 

most. And with a number of track options and 

zero-turn radius capability, it can go in the 

tightest spots – and get the job done. PRI-

NOTH is with you all the way, with a produc-

tive, reliable machine,  and on-site technical 

support.

INNOVATION = GREATER PERFORMANCE

Specifi cally designed with mulching in mind, 

the optimum combination of the BEAVER’s 

power, size, low centre of gravity, state-of-

the-art electronic controls, load sensing hy-

draulics and highly capable tracks will get 

the job done with maximum mobility and 

minimum ground impact. Meanwhile, the ma-

chine’s ability to work hard while minimiz-

ing fuel consumption means lower costs and 

higher productivity.

COMFORT AND SAFETY

Operator comfort is key to productivity and 

the cab of the PRINOTH BEAVER delivers a 

smooth and quiet ride. The large windows, 

skylight, and cabforward design offer an 

excellent view of the job at hand. Intuitive 

controls are within easy reach.



CONVENIENCE »

Only slightly larger than a traditional skidsteer 

loader, the PRINOTH BEAVER is easier to trans-

port than larger forestry equipment, without 

sacrifi cing power. It’s a big machine in a small 

package.

RELIABILITY »

Every PRINOTH product is manufactured and 

assembled by certifi ed mechanics according to 

rigorous assembly instructions and the most cur-

rent standards for safety, quality, and effi ciency. 

All of the PRINOTH BEAVER’s components have 

been meticulously designed and tested in the 

real world to ensure they meet the demands of 

your work environment, where power, toughness, 

traction, and safety are essential.

POWERFUL,

COMPACT,

RELIABLE, 

PRODUCTIVE

PRODUCTIVITY »

The PRINOTH BEAVER is powered by an electron-

ically-controlled, emissions-certifi ed Caterpillar 

diesel engine that produces 106 kW (142 HP) 

and 550 Nm of torque. The engine and hydraulic 

system are managed by the microcontroller to 

provide maximum power at all times. Even the 

big tasks are made easy as it produces up to 414 

bars of hydraulic pressure at a fl ow rate of 230  

liters per minute to the mulcher head.

LONG-REACH LOADER ARMS »

While working, reach is key. The long-reach loader 

arms have the geometry for a perfect combination 

of high reach and stability, putting the mulcher or 

other attachments into the perfect position to get 

the job done quickly and effi ciently.



CAB COMFORT »

Designed with the operator in mind, the PRINOTH 

BEAVER has one of the safest, most comfortable 

cabs in the industry. Easily accessed through 

its large side door, the cab is spacious and is 

an ideal working environment. The ergonomi-

cally designed cab keeps operators comfortable, 

productive, and capable of putting the BEAVER 

through its paces without sacrifi cing their safety. 

SAFETY »

Getting the job done safely is key. The PRINOTH 

BEAVER cab is a Rollover-Protective-Structure 

(ROPS), Falling-Object-Protective-Structure (FOPS),

and Operator-Protective-Structure (OPS) certi-

fi ed cab. As an additional safety feature, the 

front and rear polycarbonate windows can be 

opened from the inside. 

ACCESS »

All of the PRINOTH BEAVER’s serviceable compo-

nents are very accessible, saving you both time 

and money. The engine compartment is within 

easy reach, while a rear opening provides access 

to the radiator, charge air cooler, and air con-

ditioning condenser. A reversing fan helps clear 

away debris. The independent hydraulic cab tilt 

system provides access to major components. All 

service points are easy to reach for maintenance.

COMFORT, SAFETY, 

ACCESS



INNOVATIVE TECHNOLOGY FOR 
OUTSTANDING PERFORMANCE »

The PRINOTH BEAVER’s joysticks provide optimal 

fi ngertip control of both the machine and its 

implements for proper command of any situation. 

The PRINOTH BEAVER’s microcontroller processes 

and displays machine information to ensure you 

work at optimum effi ciency. All important opera-

tional parameters can be seen at a glance, allow-

ing the operator the best technical feedback on 

the BEAVER’s performance. All engine and vehicle 

TRACK OPTIONS »

When working in diffi cult terrain, tracks greatly 

outperform tires, no more getting stuck. Several 

track confi gurations are available to meet your 

specifi c needs.

» Steel and rubber cross-link tracks are light-

weight and ideal for wet conditions where mini-

mal soil impact is important. They also provide 

higher machine speeds and a smoother ride.

» Single and triple grouser steel tracks are very 

tough and durable in and are ideal for rough terrain.

diagnostic information is displayed for the op-

erator. The result is an industry-leading control 

system that provides greater reliability, better 

maneuverability, enhanced safety, and increased 

productivity.

PERFORMANCE
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STANDARD EQUIPMENT

Parking brake with automatic application 
upon door opening
Back-up alarm
Parts, Service and Operator’s manuals
Windshield washer
Horn
Front brush guard and headlight protector
Heavy duty SAE “skid steer” quick attach
Fire extinguisher
Belly pans
2 rear lights
Radio with speakers

OPTIONAL EQUIPMENT

Hydraulic winch 6820 kg
Back-up camera
Espar engine warmer for winter application 
C/W in cab controls
Espar cab heater
Engine block heater

Subject to modifi cations in the course 
of technological advancement.

PRINOTH® and Caterpillar® are registered trademarks.

ENGINE

Make Caterpillar
Model C4.4
Type  Turbo diesel, 
  electronic fuel system
Number of cylinders  4
Displacement 4.4 l
Power @ 2200 RPM 106,2 kW
Torque @ 1400 RPM  550 Nm
Fuel tank capacity  175 l

DRIVER’S CABIN

One-person cab, insulated
ROPS certifi ed (ISO 8082)
FOPS certifi ed (ISO 8083)
OPS certifi ed (ISO 8084)
BC WCB G603 certifi ed
Electric over hydraulic power tilt cab
Seat belt
Adjustable seat with suspension
Heater-defroster and air conditioning system 
with adjustable temperature, fan control and 
fresh air intake
Gear storage nets
Dome lamp
2 interior mirrors
Front wiper
4 front lights
Skylight window
Polycarbonate windows

LOADER ARMS

Lift capacity 1818 kg
Maximum height 2376 mm

CONTROL

Type Microcontroller  
  with color display
Inputs Sauer-Danfoss JS6000 joystick
Outputs Independent control of each track
Other feature Anti-stall
  Fault code diagnostics

ELECTRICAL

Voltage 12V
Alternator 100 Amp.
Battery 950 CCA

HYDROSTATIC SYSTEM FOR IMPLEMENT

Hydrostatic pump Sauer-Danfoss Series 90
System pressure 414 bar
High fl ow 230 l/min
Low fl ow 98 l/min
Other features Power management
  High pressure fi lter

PERFORMANCE & MANEUVERABILITY

 CROSS LINK TRACK STEEL TRACK

Maximum speed 12 km/h 8 km/h
Turning radius 0 m 0 m
Ground pressure 288 g/cm2 316 g/cm2

Weight of tractor 6072 kg 7482 kg

TRANSMISSION & UNDERCARRIAGE
 CROSS LINK TRACK STEEL TRACK

Pump drive Funk Funk
Hydrostatic pumps Sauer-Danfoss Series 90 Sauer-Danfoss Series 90
Hydrostatic motors Sauer-Danfoss Series 90 Sauer-Danfoss Series 51
Planetaries Bonfi glioli Fairfi eld
Type Suspended with steel cross links Rigid mount steel track
Pad type Cross links mounted on steel reinforced rubber belts Single grouser or triple grouser
Track width 420 mm 457 mm
Wheel quantity 8 -
Wheel type Solid rubber -

VERSATILITY »

The PRINOTH BEAVER’s long-reach loader arms 

are quick-attach ready and capable of adapting 

to a number of approved implements. The quick-

attach is compatible with most commercially 

available mulchers. The PRINOTH engineering 

team is ready to work with you to properly select 

the machine and implement combination that 

best meet your needs. For increased operational 

effi ciency, an optional rear-mounted winch and 

back-up camera are also available.

 THE PERFECT TOOL

TECHNICAL DATA

PRINOTH BEAVER


